


© Bosal Plant 28

Part number: 6508
Type number: 6508
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2690 kg 1500 kg 9.44 kN 75 kg
/
p=—MAXKG x MAXKG | (0981 <944 kN
N MAX KG + MAX KG
8.8 10.9 10.9

M6 9,5 Nm 14 Nm

M8 23 Nm 34 Nm

M10 46 Nm 68 Nm

M12 79 Nm 117 Nm

M12x100/110 100 Nm

M14 125 Nm 185 Nm

M16 195 Nm 280 Nm

M10x1,25 49 Nm 72 Nm

M12x1,25 87 Nm 125 Nm

M12x1,5 83 Nm 122 Nm
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(@B The clearance specified in appendix VIl, Reguiation ! 55 must be guaranteed.
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(> The manufacturer guarantees that this product of the materials used,
parameters applied, corresponds to the samples, tested on strength an|d
requirements of Regulation! 55 and TU4591-002-94514952-2012. Tp
installation please read carefully the instructions for installation and
your vehicle. LLC "Bosal-Autoflex" ensures that the tow bar is instal
model year specified in the installation manual. The manufacturer doe
the tow bar on a restyled (upgraded) version of the vehicle. Claimg f¢
When using the Tow bar, always refer to the instruction manual of |the
determine the maximum permissible weight of the trailer and maximum
a request to the vehicle manufacturer agents / dealers about the mpaxi
for your vehicle and you must not exceed the specified values, taking into
Operating and maintenance

1. Maintenance of the tow bar is inspection and tightening of the bolt junc
ing electrical contacts and verifying the condition of the painted surface
corrosion, the Tow bar should be kept clean of corrosive materials (salt pf
find scratches, split you should cover the damaged area with a restoring p:
2. If the vehicle is operated without a trailer, you need to cover the coupling
put up a protective cap. When coupling the trailer to the vehicle the bjall
3. After fixing the trailer’s coupling head to the ball of the Tow bar} vy
safety connection of the trailer with a vehicle, using a hinge of the |To
4. After the first 1000 km of the vehicle’'s mileage with a trailer you| st
all bolt junctions of the tow bar.
5. Don't exceed the maximum towing weight and maximum vertical |lo:
manual of the Tow bar. Overloading can result in damage to the v-ehlicl
treme cases such overloading can lead to uncoupling of the towed trail
6. Don’'t use the Tow bar with cracks in the welding seams, with serjou
metal on the Tow bar’s details.
7. Don’'t tow a trailer of the full weight exceeding the weight specifie
vehicle or of the tow bar (which is less), and with a speed exceeding t
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WARRANTY
1. LLC "Bosal-Autoflex" ensures a reliable usage of the Tow bar within
installation at the special workshop, in case of exploiting the tow| b
manual, except the cases when a tow bar is misused (including Overlo:
2. Any claims are accepted only if the completed warrant certificate| of
the installer, two labels from the packaging, with indicating the chlec
packaging are available.
3. We reserve the right to change the design of the Tow bar, therefare
degrade the strength and the quality, may not be reflected in this mjan
4. The company is not responsible for the safety and reliability of the
by the consumer, as well as the Tow bar which bolts and nuts are repl:
8.8.
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